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Features:
• Valves meet MSS-SP67 & API 609
• Flange drilling to: ANSI B16.1 Class 125/150
• Testing to: API 598

Working Pressure 150 psi / 200 psi

Valve Connection ASME B 16.42 CLASS 150

Lug Butterfly Valve

FIG. BL-5000-11DEG 200 WOG LUG STYLE BUTTERFLY VALVE - GEAR OPERATOR

Materials List:
No. Part Name BL-5000-11DEG

1 Bushing Bronze
2 Body Ductile Iron
3 Disc Ductile Iron
4 Pin SS416
5 Seat EPDM
6 Shaft SS410
7 Bushing Bronze
8 O-Ring EPDM
9 GEAR BOX

10 Bolt SS304
11 Spring Washer 65Mn

Dimensions:

Size H1 H2 A A1 L1 L2 L3 H Ø
Flange Weight

(lb)PCD N-M
DN50 (2") 141.20 68.60 42.00 46.10 53 163 127 70 150 �120.70 4 5/8 11UNC 19.5

DN65 (2.5") 150.40 76.00 44.50 49.10 53 163 127 70 150 �139.70 4 5/8 11UNC 22
DN80 (3") 156.40 98.60 44.50 49.10 53 163 127 70 150 �152.40 4 5/8 11UNC 22.20

DN100 (4") 167.90 118.70 51.00 55.50 53 163 127 70 150 �190.50 8 5/8 11UNC 31.40
DN125 (5") 186.50 129.40 54.50 58.80 53 163 127 70 150 �215.90 8 3/4 10UNC 37.80
DN150(6") 205.70 142.00 54.50 59.10 53 163 127 70 150 �241.30 8 3/4 10UNC 38.80
DN200(8") 230.60 176.00 59.60 64.10 73 230 169 76 285 �298.50 8 3/4 10UNC 64.60

DN250(10") 269.90 208.80 67.00 71.80 73 230 169 76 285 �362.00 12 7/8 9UNC 85.80
DN300 (12") 327.80 248.50 75.50 79.50 78 222 190 79 285 �431.80 12 7/8 9UNC 119.00

Certified by Third-Party


